
STANDARD EQUIPMENT:
• Low Maintenance Anodized Mast   
• Auto Power Saver - Shuts Off Power When Idle   
• Lanyard Attachment Anchor for Body Harness
• Non-Marking Tires   
• Quick-Change Platform Mounts   
• Quick-Change 28 x 26 in. (71 x 66 cm) - Gull Wing Entry Platform   
• Automatic Battery Charger 
• Battery Discharge Indicator (BDI)
• Roller Loading Device For Loading On Standard Size Pick Up Trucks 
• Designed in Accordance to NFPA 70 Class I, Division 1, Group D & Class II,  
      Division 1, Group F 
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Specifications               VM41EX 
Working Height              47 ft (14.33 m)

Platform Height 40 ft 6 in. (12.34
m)

Platform Capacity 300 lb (136 kg)
     Standard Platform (Gull 
Wing Entry)

28 x 26 in. (71 x
66 cm)

Overall Height - Stowed 104 in. (2.64 m)
Overall Base Width 29 in. (74 cm)
Overall Base Length 57.5 in. (1.46 m)
     - Without Platform 53 in. (1.35 m)
Overall Height - Tilted Back 79 in. (2.01 m)
Overall Length - Tilted Back 108 in. (2.74 m)
Ground Entry Height 20 in. (31 cm)
Outrigger Footprint Length 79 in. (2.01 m)
Outrigger Footprint Width 79 in. (2.01 m)
Distance to Wall - Front 11 in. (28 cm)
Distance to Wall - Side 26 in. (67 cm)
Gross Vehicle Weight - AC 1,100 lb (499 kg)
Gross Vehicle Weight - DC 1,230 lb (558 kg)

VM41EX
Class 1, Division 1, Hazardous Environment


